Advanced Wat erproofing

wit h Crack Isolat ion Technology

Strat aflex is a high strengt h, self-bonding, elast omeric sheet
applied membrane. It consists of a base layer of polymer
modified elastomers permanently laminated to a unique
“stress flex’ fiber sheet with a double stick lap joint. This
combination forms a single 40 mil (X36”) waterproofing and
crack isolation membrane that is easily applied interior or
exterior. Strat aflex Membrane is designed for use under floor
surfaces that require protection from water penetration,
structural and thermal movement, and Moisture Vapor
Transmission V#/1000SH24HRS.

How It Works

The double stick lap joints form a continuous, impervious
water barrier. 6” Seam and Corner Tape may be used at
floor to wall, wall to wall, wall t o ceiling joints, at drains and
prot rusions. An NAC Product s approved caulk is used at all
perimeters or cut areas. Strat aflex Membrane adheres to
the substrate and is capable of withstanding extreme
climat es wit hout drying out or cracking while creating a new
surface to accommodate A1I8.4 or better latex mortars,
organic adhesives and epoxy setting materials. Once
applied, floor tile can be inst alled immediat ely, minimizing
down time and labor cost s.

Strat aflex protects tile from up to 3/8” movement in the
substrate while waterproofing underlying or adjacent
building structures. NAC TAC (Int erior) or NS97 (Ext erior)
Primers are necessary components of NAC Membrane
Systems.

Strat aflex Feat ures and Benefits
 Double stick lap joint for easy application

» Protects against reflective cracking and delaminat ion
 Suitable for int erior and ext erior use
* Reduces live and dead load failures

 Safely covers asbest os flooring and provides
an effective barrier against radon and mold

» Himinates need to cut tileto meet control/cold joints

* No need t o remove old floors or recess newones

» Can be used for t hin-bed and medium-bed applicat ions

« Self-bonding, self-seaming and self-healing formula

« Tile can beinst alled t he same day as membrane
 Serves as a wat erproof/vapor barrier

» Works wit h radiant -heat ed floors and tile warming syst ems

Recommended for Installation Under:
Thin bed & medium-bed mortar installations (ANSI A118 .4)
of ceramic, porcelain, stone, marble, slate, and granite tile,
pavers, and brick requiring integrated wat erproofing such
as food courts, restaurants, balconies, decks, commercial
kit chens, showers, lavat ories, parking decks, laundry rooms,
and ot her areas needing above grade water prot ection. Also
ideal for use under lowwolt age tile warming syst ems.

Suit able Subst rat es:

oncrete: Poured, pre-stressed and pre-cast concrete. Gonerete
backerboard, mud beds, gypsum, lightweight concrete and
pat ching compounds. WWbod: Bxterior or exosure 1 plywood,
APA-rated sheat hing, Sturd-I-FHoor, hardwood, t ongue and
groove and OSB wit h standard face. (Gap bet ween sheeting
as required.) Other Substrat es: Ceramic and porcelain tile,
stone, terrazzo, VCT/VAT, metal, radiant-heated, painted
and sealed floors and floors damaged by dry shrinkage and
st ruct ural movement .

« For absorptive surfaces such as moderat ely hard
concret e, mud beds, gypsunvygypcret e, light weight concrete
and pat ching/ leveling compounds, apply 10 1Hoor Prepin
accordance wit h manufact urer’s inst ruct ions.

» A cementitious parge coat must be applied t o concrete
block and cured before priming.

» Substrates must be dry, well adhered, and clean of wax,
pet roleum sealers, dirt, grease, oil or ot her bond breakers.

» Some concret e boards are not suitable for the
application of Strat aflex; check wit h manufact urer.

« Apull test is required before applying tileto
vertical or overhead surfaces.

 Refer to current TCA handbook for additional guidelines.
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Strat aflex Short Form Specificat ions

Wat erproofing/ Qrack-Suppression Membrane
1 Material: Provide Strat aflex elast omeric membrane as

Technical Data ¢ Strat aflex Wat erproofing Membrane
Thickness: 40 mil, =5 mil

manufact ured by National Applied Gonstruction Product s,
Inc, 3200 S. Main St., Akron, CH 4431, (800) 633-4622,

Seams:
Roll Sizes & Weight s:

Double stick lap joint
3'(94 mm) x50' (5 m) @50 b (22.7 kg)

wwvNAQoroduct s.com, or Archit ect approved equal. %’M g’?ﬁe

I. 40 mil thick load bearing membrane, capable of 3/8” Property Test Value Test Method
crack suppression FHA 4900 .1 Pass, 3' Head (9% mm) ASTM D-583

II. Wat erproofing, self bonding, pressure sensit ive sheet Qack Bridging 3/8" (9.5 mm) NAC Model

IIl. Compatible with most lat ex modified thinset mortars, Shear/Bond Pass AIB 1D
epoxies and adhesives. Impact Resist ance Pass* Mil-D-3134J

Provide NAC TAC Primer for int eriors or NS97 Primer for System Performance  Extra Heawy Duty ASTM G627

exteriors/wet areas. Full floor coverage with 2” double Wt erproofing Pass AIB.0

stick lap joint, seam t ape applicat ion and sealant .

2.Equipment: Damp mop, industrial vacuum, chalk line,
75-100# roller or flat trowel applying 50 Ibs. of
pressure/sg. inch, paint roller applicat or or brush, hook
or razor knife.

3.Warranty: National Applied GConst ruction Product s, Inc.
Lifetime Fract ure-Free Performance Warranty in writing
for full floor coverage projects or Lifetime Limited
Mat erial Warranty for strip applicat ions.

* Modified for ceramic tile. 2 Ib. (.91kg) ball dropped 8’ (2.44 m) on an
8" x8” (203 mm) porcelain tile bonded t o ECB & Strat aflex.

Warranty Information: National Applied Construction Products, Inc. offers two warranties on its sheet-applied systems: a Lifetime
Limited Material Warranty for strip applications and a Lifetime Fract ure-Free Performance Warranty for full floor coverage. Please
contact Qustomer Service for det ails at 800.633.4622 or download t he complet e warrant y st at ement s, regist rat ion and claim forms at
wwv.NAQoroduct s.com.
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